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Step 1
There are several uses for Acoustic privacy panels by UPLIFT 
Desk. Some require the use of “hidden” mounting holes, and 
others do not.

If you plan to mount the panels, you will first have to locate the 
mounting holes and then remove the the plugs from the holes.

The holes can be difficult to find, but using the Hole finder tool 
makes this much easier. 

Step 2
Line up the Hole finder tool along one of the Acoustic panel 
corners. The long edge of the tool should line up withthe long 
edge of the panel, and the Hole finder tool edges should be 
pulled snug against the outside edges of the panel. 

Once aligned, press on the tool in the center of the four pegs. 
Remove the tool and look to see if two hexagon-shaped inden-
tations are visible. 

Note: If you do not see the two indentations, align the Hole 
finder tool on the other long edge of the panel at one of the 
corners and try again.

Hole finder tool

M3 X 8MM PHILLI
PS HEAD SCREW

M3 NYLOCK NUT

M8 FLANG NUT

M8 X 12MM SOCKETHEAD CAP SCREW
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CAUTION: Read all instructions before use. Retain manual for future reference.

CAUTIONS & WARNINGS!

!
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INSTRUCTIONS:
1. Line up with lower left corner
and gently press in to begin
pushing out the hexagon plugs.
2. If there are no holes have
started, �ip template up and try 
the upper-left corner. 
3. Once the holes are started, 
poke the plugs out  
4. Flip Template to other side,
and tackle the left corner
of the Panel

Note:

Step 3
Once you see the two indentations, flip the Hole finder tool over 
and align it with the opposite corner on the same long edge of 
the panel. Then press on the tool in the center of the four pegs 
again to locate the other two holes in the panel.

After locating all four holes in the panel, use a pen, pencil or 
similar object to push the plugs completely out of the holes.

Repeat process on the remaining Acoustic privacy panels.


